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WOOD CHIPPERS

WC-H150 Hydraulic-
fed Chipper
The COSMO BULLY™ WC-H150 is ideal for 
acreage owners, orchardists and semi-
professional operators managing volumes 
of material, including orchard prunings and 
seasonal clean-up tasks. 

It features an automatic, intelligent hydraulic 
feed system controlled via touchscreen, 
reducing manual effort and improving 
throughput. Material is discharged through 
a fully adjustable chute with 360° rotation, 
positioned at a height of 2245mm to suit 
a range of working environments. The 
implement is compliant with EN 13525:2020 
and includes an emergency stop for added 
safety. 

It connects via a three-point linkage and 
features Category 1 linkage/pins and 
includes linkage conversion bushes for 
tractors with Category 2 pins. These bushes 
act like adapters, allowing the chipper to 
securely connect to tractors with larger 
Category 2 linkage pins.

COSMO BULLY™ offers two PTO-driven wood chippers that make vegetation 
waste management efficient and cost-effective by using your tractor’s engine 
as the power source — eliminating the need for separate fuel and engine 
maintenance. Chipping your own vegetation waste gives you control over what 
goes into your soil, whether you’re maintaining a small property or managing 
larger volumes of material.

Both models are disc-style chippers powered by a 540rpm PTO drive system, 
with a cutting disc speed range of 540 to 1000rpm. Each implement is fitted 
with four high-speed tool steel knives and one counter knife, delivering 
consistent chip sizes between 7 and 20mm.
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WOOD CHIPPERS

WC-G130 Gravity-fed 
Chipper
The COSMO BULLY™ WC-G130 is a practical 
choice for small acreage, domestic use and 
general property maintenance. It’s designed 
for seasonal clean-ups, firebreak preparation 
and reducing green waste volume for 
composting or mulching.

The gravity feed system allows branches 
to slide naturally into the chipping chamber 
for processing, with material discharged 
through a fixed chute positioned to the left 
or right at a height of 1605mm — ideal for 
directing chips into piles or trailers.

This model connects via a three-point 
linkage and features Category 1, bolt-on 
lower hitch pins that can be reversed to suit 
tractors with a narrow linkage connection 
point.

Code TWC-G130 TWC-H150
Horsepower (hp) 20 - 60 | 15 - 50 @ PTO 40 - 100 | 30 - 75 @ PTO

Max. material size (Ø mm) 125 150

Capacity (m³/hr) 6 - 10 6 - 13

Hyd. flow (l/min) N/A 12 - 23

Hopper size (mm) 500 x 618 550 x 755

Inlet chute size (mm) 130 x 232 150 x 202

Ø Cutter disc (mm) 630 680

Cutter disc thickness (mm) 20 24

Cutter disc weight (kg) 56 96

PTO input height (mm) 460 - 560 510 - 660

PTO type Series 4 with 150mm (6") friction clutch Series 6 with 200mm (8") friction clutch

Dimensions (mm) 1430 x 1630 x 1605 (WxDxH) 1130 x 2420 x 2245 (WxDxH)

Weight (kg) 235 455

Price
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