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HAY BALE HANDLING

Bale Spike
The KANGA Bale Spike connects to tractors equipped with Category 1 three-point linkage and is suited to small and medium horsepower 
models.This implement is typically used to move round hay bales one at a time, making it a practical choice for general farm handling tasks.

The KANGA Bale Spike features a small fixed spike that helps stabilise the bale during transport, while a longer Conus II type tine supports the 
bale’s weight. The tine is removable, allowing operators to fit alternative lengths if required. The frame is constructed from square steel tube 
and gusseted at key points. Its double clevis slip-in pin design absorbs lateral loads and decreases metal fatigue.

Silage Fork
The KANGA Silage Fork connects to tractors equipped with Category 1 or 2 three-point linkage, making it suitable for small to medium 
horsepower models. This implement is typically used to move a single bale of silage, offering a practical solution for handling wrapped or soft 
bales in general farm operations.

The KANGA Silage Fork features two straight Conus II tines, each made from forged and heat-treated 60Si7 alloy spring steel with a tensile 
strength of 1650 N/mm². These tines are rated to a maximum load of 570N (1578kg), and are removable via cone nuts for flexibility in 
maintenance or replacement. The frame is constructed from 5mm square steel tube and 12mm plate, fully welded and gusseted at key 
points. Its double clevis slip-in pin design absorbs lateral loads and decreases metal fatigue.

Adjustable Round Bale Feed Out Fork
The KANGA Adjustable Round Bale Feed Out Fork connects to tractors equipped with Category 1 or 2 three-point linkage, making it suitable 
for a range of small to medium horsepower models. This implement is typically used to move and feed out round hay bales of varying sizes. It 
offers a practical solution for distributing fodder in paddocks or feeding areas.

The KANGA Adjustable Round Bale Feed Out Fork features two square tube tines that can be repositioned to suit different bale widths. The 
tines can also be swapped from side to side to assist with bale orientation. Locking pins are designed to secure the bale during feed out, 
helping to keep the bale in place as the tractor moves forward. The frame is constructed from welded and gusseted square steel tube and 
finished with a powder-coated surface. Its double clevis slip-in pin design absorbs lateral loads and decreases metal fatigue.

Code KHH-BS
Construction Steel 5mm sq. tube, welded and gusseted

Type of tines Small: 280mm, high-tensile (fixed) | Large: 1240mm, straight Conus II (removable)

Weight (kg) 60

Price

Code KHH-SF
Construction Steel 5mm sq. tube and 12mm plate, welded and gusseted

Type of tines 1240mm, straight Conus II, removable with cone nut

Weight (kg) 87

Price

Code KHH-FOF
Construction Steel sq. tube, welded and gusseted 

No. of tines 2

Weight (kg) 96

Price
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