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KANGA Subsoil Cultivator tines are sold individually and can be bolted into various positions along the toolbar, allowing operators to configure 
the implement to suit the tractor, ground conditions, and specific applications.

Cast Shear Bolt Tine
Each Cast Shear Bolt Tine typically requires 10 to 15 horsepower, making it suitable for a wide range of tractors used in general cultivation 
and pasture improvement. This tine is best suited for ripping and cultivating where minimal surface disturbance is preferred. It’s commonly 
used in applications that aim to improve soil structure while preserving root systems and surface cover.

The pointed leading edge slices through grass or crop residue, leaving 
roots intact. This design helps reduce erosion and supports soil health. 
The fine rip lines created during operation act as channels that guide 
rain, organic matter, and nutrients into the subsoil.

Available in two sizes, these options allow operators to select a tine 
length that suits their soil depth requirements and tractor setup. The 
shorter tine is ideal for shallower cultivation or tractors with less 
horsepower, while the longer tine offers greater reach into the subsoil 
for deeper conditioning or heavier-duty applications. Providing the 
tractor has enough horsepower for the longer tine.

Each tine includes a shear bolt with a breakout point of 5000kg to help 
manage impact loads. Replaceable shins and points support ongoing 
maintenance and configuration flexibility.

Stump Jump Chisel Plough Tine 
Each Stump Jump Chisel Plough Tine typically requires 8 to 10 horsepower, making it suitable for mid-range tractors operating in paddocks 
with variable or challenging ground conditions. This tine is best suited for primary cultivation in hard or rocky soils, where deeper soil 
penetration is needed to break up compacted layers.

Its spring-loaded design allows the tine to deflect when it encounters 
rocks or other obstructions, helping to maintain consistent operation 
and reduce the risk of damage. This makes it a practical choice for 
uneven terrain or fields with buried debris.

The tine has a maximum working depth of 520mm (20"), which 
allows it to reach below the topsoil layer to support subsoil aeration 
and moisture retention. This depth is particularly relevant for 
improving soil structure in erosion-prone areas and for preparing 
ground where deeper root development is desired.

Spring protection is rated at 250lb/ft (370kg/m), providing a 
reference point for how the tine responds to impact loads during 
operation.

SUBSOIL CULTIVATOR TINES

Code KSS-T24 KSS-T30 KSS-TCP
Description 24" Cast Shear Bolt Tine 30" Cast Shear Bolt Tine Stump Jump Chisel Plough Tine

Tractor p/tine (hp) 10 - 15 | 8 - 12.5 @ PTO 12 - 15 | 10 - 12.5 @ PTO 8 - 10 | 6 - 8 @ PTO

Working depth (mm)*** 610 760 520

Tine protection Shear pin Shear pin Spring 

Protection breakout point 5000kg 5000kg 250lb/ft | 370kg/m

Weight p/tine (kg) 29 31 40

Price, each
 *** Measured from the bottom of the toolbar, includes the point.
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